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Finishing 

A waterborne compound specifically designed for filling cracks, holes, chips, gouges and broken 
edges in hardwood floors prior to finishing. Pacific Filler’s high solid content formula is ready to 
use, trowelable direct from pail, or can be thinned with water for trowel filling.   

 
Ready to use – easy to spread for trowel filling  

 
Ideal for spot filling  

 
May be thinned with water  

 
Safe to use, nonflammable  

 
Sands easily  

 

Fills the soft grain  

 

Helps minimize grain raise 

 

Available in six wood tones: Red Oak, White Oak, Ash-Maple-Pine, Brazilian Cherry, American 
Cherry, and Walnut 

 

Accepts stain like wood  

 

Can be tinted with Universal Color tints to match custom or exotic woods  

 

Dries with minimum shrinkage 

 

Excellent adhesion, bonds tightly to wood 

 

Tools can be cleaned with water before compound dries      

Physical Characteristics: 
Ingredients – Inorganic fillers, water, binders, pigments  
Colors – Red Oak, White Oak, Ash-Maple-Pine, Brazilian Cherry, American Cherry, Walnut 
Odor – Mild latex odor  
Solids – 65-75%    
Density – 13.3 lbs/gallon (1.60 S.G)  
US Regulatory VOC –250 g/L  
Stability – 1 year shelf life in unopened container  

Application Characteristics:  
Drying Time – 30 minutes to 2 hours, depending on environmental conditions (temperature and 
humidity), coverage rate, and size of cracks and holes. 
Coverage – 600-800 square feet per gallon 
Application Tools – Putty knife, Bona® Trowel  
Packaging – Quart plastic container: Red Oak, White Oak, Ash-Maple-Pine, Brazilian Cherry, 
American Cherry, Walnut 
1 Gallon plastic container: Red Oak, White Oak, Ash-Maple-Pine, Brazilian Cherry, American 
Cherry, Walnut 
3-1/2 Gallon plastic container: Ash-Maple-Pine, Red Oak, White Oak     

 

Apply over bare wood before final sanding cut  

 

Formulated for use with Bona® Drifast® Stain, all Bona® waterborne and all other Bona® finishing 
systems. 

 

Always prepare a test sample on a small area to determine compatibility and color acceptance    

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEETS.  

FOR TECHNICAL ADVICE: Call Bona US at 800-872-5515  

COMPATIBILITY: Bona Pacific Filler will accept most stains, sealers and finishes in the same 
manner as most woods. ALWAYS PREPARE A TEST OR SAMPLE AREA TO DETERMINE 
COMPATIBILITY. Do not use wood bleach over Bona Pacific Filler as it may damage the filler.  

SANDING AND FINISHING NEW FLOORS: Sand and prepare floor using accepted industry 
association methods.   

THE PACIFIC FILLER SYSTEM: Bona Pacific Filler™ brand hardwood floor filler is a high solids 
content, waterborne compound specifically designed for filling cracks, holes, chips, gouges and 
broken edges in hardwood floors prior to finishing. This product has excellent adhesion, staining 
and finishing properties with minimum shrinkage.  

RECOMMENDED APPLICATORS: Stainless steal trowel, Putty knife 
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Finishing 

 
MIXING INSTRUCTIONS: Stir thoroughly before using. One to two cups of water may be added 
per gallon.  

FILLING: Apply Bona Pacific Filler 600-800 sq. ft. per gallon before final sanding with the drum or 
belt machine. Thoroughly vacuum dust from cracks and holes before filling. Work the filler as deep 
as possible into cavities. To fill and level larger holes or deeper cracks, several applications may be 
required. It may be necessary to trowel-fill the entire floor, depending upon the extent of cracks 
between strip or parquet floors. Allow sufficient drying time: 30 minutes to 2 hours before final 
sanding. Higher humidity or cooler conditions will increase the drying time. 
Bona Pacific Filler is tintable with Universal Color tints. Do not exceed more than 1 ounce of tint per 
gallon of filler. Use the Bona Pacific Filler that is closest in color to the floor being finished.    

CLEAN UP: Clean tools with water   

STORAGE AND DISPOSAL: Store at room temperature. Keep container closed when not in use. 
Do not store above 100° F (38° C).     

Item# Size/Color  #/Case 
AF0001822 Quart – Red Oak  8 
AF0001823 Quart – White Oak 8 
AF0001826 Quart – Ash/Maple/Pine 8 
AF0001827 Quart – Brazilian Cherry 8 
AF0001829 Quart – American Cherry 8 
AF0001831 Quart – Walnut  8 
AF0001539 Gallon – Red Oak  2 
AF0001824 Gallon – White Oak 2 
AF0001537 Gallon – Ash/Maple/Pine 2 
AF0001828 Gallon – Brazilian Cherry 2 
AF0001830 Gallon – American Cherry 2 
AF0001832 Gallon – Walnut  2 
AF0001821 3.5 Gallon – Red Oak 1 
AF0001825 3.5 Gallon – White Oak  1 
AF0001820 3.5 Gallon – Ash/Maple/Pine 1 

Order Information   

     

Maintenance

         



DriFast
®  
Stain 

Technical data sheet    

Rev 05/11 
This data sheet replaces all previous versions  page 1/2 

Finishing 

An oil-modified stain that dries and is recoatable in two hours. A premium quality quick-drying stain 
for interior hardwood floors, DriFast® Stain’s advanced technology formula provides speed and 
high performance for hardwood floor finishing professionals. Compatabile with all Bona® 

waterborne systems and all other Bona® finish systems.   

 
2 hour dry time* 

 
No bleed back  

 
Penetrates, stains, and seals bare wood  

 
800-1,000 sf/gal coverage rate  

 
Available in 14 wood tones and white  

 

All stain colors can be blended, offering an endless color palette  

 

Clean up with mineral spirits  

 

Low odor  

 

Easy touch-ups (mineral spirits for thinning dark or heavy spots)  
*6 hours for white under ideal conditions (60-80ºF, 35-75% relative humidity).     

Physical Characteristics: 
Ingredients – Wood tones: Oil-modified resins, mineral spirits (solvent), pigments, driers  
White: Oil-modified resins, mineral spirits (solvent), Titanium Dioxide, fillers 
Colors – Wood tones: Natural, Golden Oak, Nutmeg, Early American, Provincial, Special Walnut, 
Rosewood, Red Mahogany, Jacobean, Ebony, Medium Brown, Antique Brown, Puritan pine, 
Cherry.  
Pastel: White (Not recommended on white oak due to excessive color variation).  
Solids – 35-40% 
Density – Wood tones: 7.2-7.5 lbs/gallon (0.86-0.90 s.g.), White: 8.7-9.0 lbs/gallon (1.04-1.8 s.g.)     
US Regulatory VOC –550 g/L  
Odor – Mild solvent odor 
Stability – One year shelf life in unopened container  
Flashpoint – 103ºF (39ºC)  
Packaging – 1-quart cans · 1-gallon cans  

Application Characteristics:  
Clarity – Semi-transparent (dry)  
Drying Time – 2 hours for wood tones, 6 hours minimum for White, under ideal conditions (60-80º 
F, 35-75% relative humidity). 
Coverage – 800-1,000 square feet per gallon 
Application Tools – Clean cloths, brush, cut-in pad      

 

Apply only over bare wood   

 

Prepares the surface for a topcoat of Bona® waterborne or any other Bona® finish      

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEETS.  

FOR TECHNICAL ADVICE: Call Bona US at 800-872-5515  

COMPATIBILITY: Bona does not recommend using white stain on white oak due to excessive 
color variation. Stain, sealer and finish results may vary widely depending on the wood species, 
especially on oily and resinous Exotics. ALWAYS PREPARE A SAMPLE OR TEST AREA TO 
DETERMINE COMPATIBILITY, APPEARANCE AND DESIRED RESULTS.  

SANDING AND PREPARATION OF NEW FLOORS: 1. Sand and prepare floor using accepted 
industry association methods. 2. Make your final cut with 80-100 grit paper and screen to 80-100 
grit. 3. Use a Tampico Brush on a buffer and vacuum thoroughly. 4. Tack with a dry Bona® 

Microfiber Mop or cloth to remove dust. 5. Apply stain system.  

THE BONA® DRIFAST® STAIN SYSTEM: Bona DriFast Stain is a redesolving stain designed to 
penetrate, stain and seal bare wood. Bona DriFast Stain is designed to work with all Bona finishes. 
Colors may be blended with all other Bona DriFast Stains. Visit www.bona.com for additional 
product information.  

Directions
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RECOMMENDED APPLICATORS & TOOLS: Brush, cut-in pad, cloth, carpet disc  

MIXING INSTRUCTIONS: Shake or stir well before using. Do not thin.  

STAINING: 1. After preparing surface, apply Bona DriFast Stain with brush, cut-in pad, cloth or 
carpet disc driven by a buffer in the direction of the grain at the coverage rate of 800 – 1000 square 
feet per gallon. 2. Allow 1-3 minutes for penetration. Remove excess by hand wiping or buffing with 
an absorbent, non-abrasive material. 3. Allow stain to dry thoroughly (minimum 2 hours for wood 
tones; 6 hours for white under ideal conditions of 60-80°F (16°-27° C), 35-75% relative humidity). 
High humidity and/or low temperature conditions will extend dry time, while increased ventilation 
and airflow will reduce dry time. Apply sealer or finish after the recommended dry 
time, but within 48 hours after application. 4. Apply any Bona finish system over thoroughly dried 
stain.  

STORAGE AND DISPOSAL: Store at room temperature. Keep container closed when not in use. 
Do not store above 100° F (38° C). Do not transfer contents to other containers for storage and 
disposal. In case of spillage, absorb with inert material. Dispose of contaminated absorbent, 
container and unused contents in accordance with local, state and federal regulations.   

DANGER: RAGS, STEEL WOOL OR WASTE SOAKED WITH BONA DRIFAST STAIN MAY 
SPONTANEOUSLY CATCH FIRE IF IMPROPERLY DISCARDED. IMMEDIATELY AFTER EACH 
USE, PLACE RAGS, STEEL WOOL OR WASTE IN A SEALED, WATER-FILLED, METAL 
CONTAINER.     

CLEAN-UP: Clean application tools and equipment with mineral spirits.  

STORAGE AND DISPOSAL: Store at room temperature. Keep container closed when not in use. 
Do not store above 100ºF (38ºC). Do not transfer contents to other containers for storage and 
disposal. In case of spillage, absorb with inert material. Dispose of contaminated absorbent, 
container and unused contents in accordance with local, state and federal regulations.       

Item #  Size / Color         #/Case 
SS750051100 Quart - Natural      6 
SS750051101 Quart - Nutmeg         6 
SS750051102 Quart - Golden Oak        6 
SS750051103 Quart - Early American   6 
SS750051104 Quart - Provincial         6 
SS750051105 Quart - Special Walnut    6 
SS750051106 Quart - Rosewood  6 
SS750051107 Quart - Red Mahogany  6 
SS750051108 Quart – Jacobean  6 
SS750051109 Quart – Ebony  6 
SS750051110 Quart – White  6 
SS750051111 Quart – Medium Brown 6 
SS750051112 Quart – Antique Brown  6  
SS750051113 Quart – Puritan Pine 6 
SS750051114 Quart – Cherry  6 
SS750018100 Gallon – Natural  4 
SS750018101 Gallon – Nutmeg  4 
SS750018102 Gallon – Golden Oak 4 
SS750018103 Gallon – Early American 4 
SS750018104 Gallon – Provincial 4 
SS750018105 Gallon – Special Walnut 4 
SS750018106 Gallon – Rosewood 4 
SS750018107 Gallon – Red Mahogany 4 
SS750018108 Gallon – Jacobean 4 
SS750018109 Gallon – Ebony  4 
SS750018110 Gallon – White  4 
SS750018111 Gallon – Medium Brown 4 
SS750018112 Gallon – Antique Brown 4 
SS750018113 Gallon – Puritan Pine 4 
SS750018114 Gallon – Cherry  4 

Maintenance

         

Order  Information 
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Finishing 

Unsurpassed flow and leveling, defoaming, and numerous application options make Bona Novia™  

the easiest to use waterborne finish on the market. When Bona Novia is used with Bona 
AmberSeal™, it is a budget sensitive, dependable alternative to any oil-based system.   

 
Developed especially to replace oil-based finishes 

 
Clear and colorless, which highlights the true color of stained or natural wood floors. Will not 
change color over time, allowing for easy touch-up  

 
Forgiving/easy application. Can be applied with most applicators using a variety of techniques 

 
One-component. No limited pot life or wasted finish 

 
Exceptional build and clarity 

 

Excellent flow and leveling 

 

GREENGUARD certified for indoor air quality 

 

Fast drying – Approximately 2-3 hours 

 

Non-flammable and virtually odorless 

 

Water clean-up 

 

Available in Gloss, Semi-gloss, or Satin     

Physical Characteristics: 
Ingredients: Water, polymeric resins, dipropylene glycol monomethyl ether, dipropylene glycol n-
butyl ether 
Color – Milky white (wet) 
pH – 7.5 – 7.9 
Solids – 30 – 32%  
Density – 8.70 lbs./gallon (1.04 S.G.)   
US Regulatory VOC – 220 g/L 
Gloss Level – (60°) – >85 for gloss, 45-50 for semi-gloss, 25-30 for satin 
Odor – Non-offending 
Stability – 1 year shelf life in unopened container 
Packaging – 1-gallon plastic bottle  

Application Characteristics:  
Clarity – Clear and colorless when dry 
Leveling – Excellent 
Defoaming - Excellent 
Drying Time – 2-3 hours 
Coverage – 500-600 square feet per gallon 
Percent Cured After 24 Hours – 70% 
Maximum Cure – 100% after 1 week      

 

Residential- kitchens, entryways, family rooms, homes with pets, and/or children 

 

Anywhere an oil-based finish would be used      

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEETS.  

FOR TECHNICAL ADVICE: Call Bona US at 800/872-5515  

COMPATIBILITY: Bona Novia™ will adhere to most stains and finishes after proper preparation 
and dry times. Stain, sealer and finish results may vary widely depending on the wood species, 
especially on oily and resinous Exotics. ALWAYS PREPARE A SAMPLE OR TEST AREA TO 
DETERMINE COMPATIBILITY, APPEARANCE AND DESIRED RESULTS.  

SANDING AND PREPARATION OF NEW FLOORS: 1. Sand and prepare floor using accepted 
industry association methods. 2. For a stained floor, make your final cut with 80-100 grit paper and 
screen to 80-100 grit. For an unstained floor, make your final cut with 80-100 grit paper and 
disc/screen to 120-150 grit. This burnishing will reduce the amount of grain raise. 3. Use a Tampico 
Brush on a buffer and vacuum thoroughly. 4. Tack with a dry Bona® Microfiber Mop or cloth to 
remove dust. 5. Apply finish system.  

Directions
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Finishing 

THE BONA NOVIA™ FINISH SYSTEM: Apply a Bona sealer or Bona stain and 2 coats of Bona 
Novia. Follow label directions. Adding a third coat of Bona Novia is recommended in heavy-traffic 
commercial and residential areas. Visit www.bona.com for additional product information.   

RECOMMENDED APPLICATORS: Bona® Roller, Bona® Floor Coater (T-bar), Bona® Cut-In Pad. 
NOTE: Use a clean applicator for sealer and a separate clean applicator for finish.   

MIXING INSTRUCTIONS: SHAKE WELL BEFORE USING. DO NOT THIN. DO NOT ADD 
WATER. Insert supplied filter.   

FINISHING: 1. Pour a 6” wide line of Bona Novia across the direction of the flooring, cut-in 12”-18” 
away from wall. 2. Saturate the roller with finish. Make sure to roll over all areas where cut-in pad 
was used. 3. Set roller down at back side of puddle and pull the roller towards you. Then push back 
in the same path feathering past your start point. Do not apply pressure to the roller. Overlap your 
run by 25%. Rolling too fast will cause drips to fly off the roller. 4. BE SURE YOU ARE USING THE 
RECOMMENDED COVERAGE OF 500-600 SQ. FT. PER GALLON. DO NOT SPREAD TOO 
THIN. 5. Allow the first coat to dry 2-3 hours. High humidity and/or low temperature conditions will 
extend the dry time (recommended conditions of 65-80° F (18° C-27° C) 40-60% relative humidity). 
6. For smoothest results, abrade with a Bona® Conditioning Pad before applying final coat. Always 
vacuum and tack thoroughly with a slightly water dampened Bona Microfiber Mop or cloth after 
abrading. Allow final coat to dry at least 24 hours before use.  

INTERCOAT ABRASION: It is not necessary to abrade between Bona waterborne sealer and 
finish coats unless more than 48 hours has passed since the previous coat was applied. For 
smoothest results, abrade between all coats. When using solvent-based sealers, ALWAYS abrade 
before finish coats. Always vacuum and tack thoroughly with a slightly water-dampened Bona 
Microfiber Mop or cloth after abrading. is product has a maximum VOC (Volatile Organic   

RECOATING: Be sure floor is free from wax, polish and oily residues. Follow the Bona Prep® 

system, applying 1-2 coats of Bona Novia. If Recoating a Factory Prefinished Floor, DO NOT USE 
Bona Novia finish. Use Bona Naturale® or Bona Traffic® finishes with the Bona Prep system. 
Delamination can occur if the Bona Prep process is not followed; always test for compatibility.     

CURING: The curing process takes approximately 7 days, (70% cured after 1 day, 90% after 3 
days). Do not replace area rugs until the floor has fully cured. The floor may be walked on after 24 
hours, but remains susceptible to scuffing or marring until completely cured. Furniture may be 
placed onto floor after 72 hours (90% cured). Do not drag or slide furniture. Use only a dry Bona 
Microfiber Mop or cloth for cleaning during the first week.  

CLEAN-UP: Application tools should be cleaned with water and stored in an airtight container.  

FLOOR CARE: Put walk-off mats at all entrance doorways to keep out excessive dirt and grit. 
Sweep or vacuum daily and damp-wipe as needed with Bona® Hardwood Floor Cleaner. Use felt 
pads under furniture legs and appliances.  

STORAGE: Nonflammable - Bona Novia should be stored in a climate controlled environment. 
KEEP FROM FREEZING. Do not store above 100° F (38° C).    

Item #:  Size/Sheen       #/Case  
WT230018002 1 Gallon/Gloss       3 
WT230318002 1 Gallon/Semi-Gloss  3 
WT230618002 1 Gallon/Satin  3  

Order Information

        

Maintenance
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Finishing 

Bona AmberSeal is a poly-toned, waterborne sanding sealer specially formulated for use with all 
Bona waterborne finishes. Bona AmberSeal combines the color and depth of oil-based products 
with the low VOC’s and safety of waterborne sealers. It has excellent abradability, fast dry times 
and reduces the potential for sidebonding and tannin bleed. Bona AmberSeal is a nonflammable, 
virtually odorless sealer, and is GREENGUARD certified for indoor air quality.  

 
Amber color provides a warm, rich oil-based look 

 
Excellent abradability – hardens rapidly and allows for easy abrasion with screens or 
conditioning pads 

 
Seals the wood, preventing the finish from penetrating for maximum build and depth 

 

Reduces tendency for sidebonding 

 

Exceptional flow and leveling of finish top coats  

 

Fast drying – 2-3 hours 

 

GREENGUARD certified for indoor air quality 

 

Nonflammable 

 

Water clean-up 

 

Product can be applied with a t-bar or roller     

Physical Characteristics:  
Ingredients: Water, polymeric resin, silica derivate, diethylene glycol monoethyl ether, and 
propylene glycol.  
Color – Amber (wet) 
pH – 7.3 - 7.7 
Solids – 30-31.5% 
Density – 8.68 lbs./gallon (1.04 S.G.) 
US Regulatory VOC – 250 g/L  
Odor – Non-offending 
Packaging – 1 gallon plastic bottle   

Application Characteristics:  
Clarity – Clear when dry 
Leveling – Excellent 
Defoaming – Excellent  
Drying Time – approximately 2-3 hours (high humidity and/or low temperature conditions will 
extend the drying time)  
Coverage – 400-500 square feet per gallon 
Percent Cured After 24 Hours – N/A 
Maximum Cure – 100% after 1 week     

 

Apply 1-2 coats over bare wood for increased tone, vibrancy, and depth of color 

 

Residential wood floors 

 

Commercial wood floors    

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEETS.   

FOR TECHNICAL ADVICE: Call Bona US at 800/872-5515  

COMPATIBILITY: Stain, sealer and finish results may vary widely depending on the wood species, 
especially on oily and resinous Exotics. ALWAYS PREPARE A SAMPLE OR TEST AREA TO 
DETERMINE COMPATIBILITY, APPEARANCE AND DESIRED RESULTS.  

SANDING AND PREPARATION OF NEW FLOORS: 1. Sand and prepare floor using accepted 
industry association methods. 2. For a stained floor, make your final cut with 80-100 grit paper and 
screen to 80-100 grit. For an unstained floor, make your final cut with 80-100 grit paper and 
disc/screen to 120-150 grit. This burnishing will reduce the amount of grain raise. 3. Use a Tampico 
Brush on a buffer and vacuum thoroughly. 4. Tack with a dry Bona® Microfiber Mop or cloth to 
remove dust. 5. Apply finish system.  

THE BONA AMBERSEAL™ SYSTEM: Apply 1-2 coats of Bona AmberSeal and 2 coats of a Bona 
waterborne finish. Bona AmberSeal is not needed when using a Bona stain with a Bona 
waterborne finish. Bona AmberSeal minimizes side-bonding and grain raise, provides a build layer 
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Finishing 

and prevents the finish from penetrating into the wood surface. Visit www.bona.com for additional 
product information.  

RECOMMENDED APPLICATORS: Bona® Floor Coater (T-bar), Bona® Roller, Bona® Cut-In Pad. 
NOTE: Use a clean applicator for sealer and a separate clean applicator for finish.  

MIXING INSTRUCTIONS: SHAKE WELL BEFORE USING – DO NOT THIN. DO NOT ADD 
WATER. Insert supplied filter.   

SEALING: 1. Pour a 4” wide line of sealer along the starting wall. Go with the grain of the wood. 
2. Using a pre-dampened T-bar sleeve, draw the applicator forward with the grain of the wood, 
moving the sealer toward the opposite wall. To maintain a wet edge at all times, hold the applicator 
at a snowplow angle. 3. At the end of each run, turn the applicator towards you and pad out the 
applicator parallel to the wet edge. 4. Feather out all turns. Do not push too hard or too fast to 
avoid drips flying off the applicator. 5. BE SURE YOU ARE USING THE RECOMMENDED 
COVERAGE OF 400-500 SQ. FT. PER GALLON. Uneven coverage can cause blotchiness, or 
color variance. Certain species may require a second coat to achieve desired appearance. 6. Allow 
each coat to dry 2-3 hours. High humidity and/or low temperature conditions will extend the dry 
time (recommended conditions of 65-80° F (18°C-27°C) 40-60% relative humidity). 7. For 
smoothest results, abrade before applying finish coats. Always vacuum and tack thoroughly with a 
slightly water dampened Bona Microfiber Mop or cloth after abrading.  

INTERCOAT ABRASION: It is not necessary to abrade AmberSeal unless more than 48 hours has 
passed since the previous coat was applied. However, for smoothest results, abrade Bona 
AmberSeal with a Bona® Conditioning Pad and 1-2 Delta sheets as needed or a 150 grit or finer 
screen. Always vacuum and tack thoroughly with a slightly water-dampened Bona Microfiber Mop 
or cloth after abrading.     

CLEAN-UP: Application tools should be cleaned with water and stored in an airtight container. 
This product has a maximum VOC (Volatile Organic Compound) content of 250 grams per  
STORAGE: Nonflammable - Bona AmberSeal should be stored in a climate-controlled 
environment. KEEP FROM FREEZING. Do not store above 100° F (38° C).     

Item #: WB252018003 
Size:     1 Gallon 
#/Case: 3  

       

Maintenance

         

Order Information
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Finishing 

Bona DTS® Deep Tone Sealer is a specially formulated waterborne sanding sealer for use with all 
Bona® waterborne finishes. Bona DTS seals the wood, develops a vibrant look and deep, natural 
tone. It abrades easily and prevents the finish from penetrating into the wood surface.  

 
Unique “wet look” appearance adapts to the individual wood species, accentuating the natural 
pigmentation and color characteristics  

 
Excellent sandability – hardens rapidly and allows for easy abrasion 

 
Seals the wood, preventing the finish from penetrating 

 
Reduces tendency for sidebonding  

 
Exceptional flow and leveling of finish top coats 

 

Fast drying – 2-3 hours 

 

GREENGUARD certified for indoor air quality  

 

Nonflammable 

 

Water clean-up 

 

Product can be rolled or pulled with a t-bar     

Physical Characteristics: 
Ingredients – Water, polymeric resin, silica derivate, diethylene glycol monoethyl ether, and 
polysiloxane.  
Color – Milky white (wet) 
pH – 7.5 - 7.9 
Solids – 31-32% 
Density – 8.66 lbs/gallon (1.04 S.G.)  
US Regulatory VOC – 250 g/L 
Odor – Non-offending 
Packaging – 1-gallon plastic bottle  

Application Characteristics:  
Clarity – Clear when dry 
Leveling – Excellent 
Defoaming – Excellent  
Drying Time – approximately 2-3 hours (high humidity and/or low temperature conditions will 
extend the drying time)  
Coverage – 450-600 square feet per gallon 
Percent Cured After 24 Hours – N/A 
Maximum Cure – 100% after 1 week     

 

Residential wood floors  

 

Commercial wood floors 

 

For use on newly sanded wood floors    

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEETS.  

FOR TECHNICAL ADVICE: Call Bona US at 800/872-5515  

COMPATIBILITY: Stain, sealer and finish results may vary widely depending on the wood species, 
especially on oily and resinous Exotics. ALWAYS PREPARE A SAMPLE OR TEST AREA TO 
DETERMINE COMPATIBILITY, APPEARANCE AND DESIRED RESULTS.  

SANDING AND PREPARATION OF NEW FLOORS: 1. Sand and prepare floor using accepted 
industry association methods. 2. For a stained floor, make your final cut with 80-100 grit paper 
and screen to 80-100 grit. For an unstained floor, make your final cut with 80-100 grit paper and 
disc/screen to 120-150 grit. This burnishing will reduce the amount of grain raise. 3. Use a 
Tampico Brush on a buffer and vacuum thoroughly. 4. Tack with a dry Bona® Microfiber Mop or 
cloth to remove dust. 5. Apply finish system.  

THE BONA DTS® SYSTEM: Apply 1-2 coats of Bona DTS and 2 coats of a Bona waterborne 
finish. Bona DTS is not needed when using a Bona stain with a Bona waterborne finish. Bona DTS 
minimizes side-bonding and grain raise, provides a build layer and prevents the finish from 
penetrating into the wood surface. Visit www.bona.com for additional product information.  

Directions

               

Technical data

         

Recommended Use
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Finishing 

RECOMMENDED APPLICATORS: Bona® Floor Coater (T-bar), Bona® Roller, Bona® Cut-In Pad. 
NOTE: Use a clean applicator for sealer and a separate clean applicator for finish.  

MIXING INSTRUCTIONS: SHAKE WELL BEFORE USING – DO NOT THIN. DO NOT ADD 
WATER. Insert supplied filter.   

SEALING: 1. Pour a 4” wide line of sealer along the starting wall. Go with the grain of the wood. 
2. Using a pre-dampened T-bar sleeve, draw the applicator forward with the grain of the wood, 
moving the sealer toward the opposite wall. To maintain a wet edge at all times, hold the applicator 
at a snowplow angle. 3. At the end of each run, turn the applicator towards you and pad out the 
applicator parallel to the wet edge. 4. Feather out all turns. Do not push too hard or too fast to 
avoid drips flying off the applicator. 5. BE SURE YOU ARE USING THE RECOMMENDED 
COVERAGE OF 450-600 SQ. FT. PER GALLON. DO NOT SPREAD TOO THIN. 6. Allow the first 
coat to dry 2-3 hours. High humidity and/or low temperature conditions will extend the dry time 
(recommended conditions of 65-80° F (18°C-27°C) 40-60% relative humidity). 7. For smoothest 
results, abrade before applying finish coats. Always vacuum and tack thoroughly with a slightly 
water dampened Bona Microfiber Mop or cloth after abrading.  

INTERCOAT ABRASION: It is not necessary to abrade DTS unless more than 48 hours has 
passed since the previous coat was applied. However, for smoothest results, abrade the DTS 
sealer coat with a Bona Conditioning Pad and 1-2 Delta sheets as needed or a 150 grit or finer 
screen. Always vacuum and tack thoroughly with a slightly water-dampened Bona Microfiber Mop 
or cloth after abrading.    

CLEAN-UP: Application tools should be cleaned with water and stored in an airtight container.                                                

STORAGE: Nonflammable – Bona DTS should be stored in a climate-controlled environment. 
KEEP FROM FREEZING. Do not store above 100º F.                                                                

Item #:   WB252018001 
Size:     1 Gallon 
#/Case: 3 

Order Information

        

Maintenance
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Finishing 

Bonaseal®  wood floor sealer is specially formulated for use with Bona Naturale®, Bona Traffic®, 
Bona Mega®, and Bona Strong™ finishes.  Bonaseal® seals the wood, minimizes grain raise, 
provides a build layer, and prevents the finish from penetrating into the wood surface.   

 
Seals the wood, preventing the finish from penetrating 

 
Minimizes tannin bleed, especially on white oak 

 
Reduces tendency for sidebonding  

 
Improves flow and leveling of finish coats 

 
Non-yellowing 

 

Fast drying – 2-3 hours  

 

Virtually odorless  

 

Water clean-up 

 

GREENGUARD certified for indoor air quality     

Physical Characteristics: 
Ingredients – Water, acrylic resin, dipropylene glycol monomethyl ether, defoamers.  
Color – Milky white (wet) 
pH – 7.8 
Solids – 36% 
Density – 8.70 lbs/gallon (1.04 S.G.)   
US Regulatory VOC – 100 g/L    
Gloss Level – N/A 
Odor – Non-offending 
Packaging – 1-gallon plastic bottle  

Application Characteristics:  
Clarity – Clear when dry 
Leveling – Excellent 
Defoaming – Excellent  
Drying Time – approximately 2-3 hours (high humidity and/or low temperature conditions will 
extend the drying time)  
Coverage – 500-600 square feet per gallon 
Percent Cured After 24 Hours – N/A 
Maximum Cure – 100% after 1 week     

 

Residential wood floors  

 

Commercial wood floors 

 

For use on newly sanded wood floors    

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEETS.  

FOR TECHNICAL ADVICE: Call Bona US at 800/872-5515  

COMPATIBILITY: Stain, sealer and finish results may vary widely depending on the wood species, 
especially on oily and resinous Exotics. ALWAYS PREPARE A SAMPLE OR TEST AREA TO 
DETERMINE COMPATIBILITY, APPEARANCE AND DESIRED RESULTS.  

SANDING AND PREPARATION OF NEW FLOORS: 1. Sand and prepare floor using accepted 
industry association methods. 2. For a stained floor, make your final cut with 80-100 grit paper 
and screen to 80-100 grit. For an unstained floor, make your final cut with 80-100 grit paper and 
disc/screen to 120-150 grit. This burnishing will reduce the amount of grain raise. 3. Use a 
Tampico Brush on a buffer and vacuum thoroughly. 4. Tack with a dry Bona® Microfiber Mop or 
cloth to remove dust. 5. Apply finish system.  

THE BONASEAL® SYSTEM: Apply 1 coat of Bonaseal and 2 coats of a Bona waterborne finish. 
Bonaseal is not recommended over Bona stain. Bonaseal minimizes side-bonding and grain raise, 
provides a build layer, and prevents the finish from penetrating into the wood surface. Visit 
www.bona.com for additional product information.  

RECOMMENDED APPLICATORS: Bona® Floor Coater (T-bar), Bona® Roller, Bona® Cut-In Pad. 
NOTE: Use a clean applicator for sealer and a separate clean applicator for finish. 

Directions
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Finishing 

 
MIXING INSTRUCTIONS: SHAKE WELL BEFORE USING – DO NOT THIN. DO NOT ADD 
WATER. Insert supplied filter.  

SEALING: 1. Pour a 4” wide line of sealer along the starting wall. Go with the grain of the wood. 
2. Using a pre-dampened T-bar sleeve, draw the applicator forward with the grain of the wood, 
moving the sealer toward the opposite wall. To maintain a wet edge at all times, hold the applicator 
at a snowplow angle. 3. At the end of each run, turn the applicator towards you and pad out the 
applicator parallel to the wet edge. 4. Feather out all turns. Do not push too hard or too fast to 
avoid drips flying off the applicator. 5. BE SURE YOU ARE USING THE RECOMMENDED 
COVERAGE OF 500-600 SQ. FT. PER GALLON. DO NOT SPREAD TOO THIN. 6. Allow the first 
coat to dry 2-3 hours. High humidity and/or low temperature conditions will extend the dry time 
(recommended conditions of 65-80° F (18°C-27°C) 40-60% relative humidity). 7. For smoothest 
results, abrade before applying finish coats. Always vacuum and tack thoroughly with a slightly 
water dampened Bona Microfiber Mop or cloth after abrading.  

INTERCOAT ABRASION: It is not necessary to abrade Bonaseal unless more than 48 hours has 
passed since the previous coat was applied. However, for smoothest results, abrade Bonaseal with 
a Bona Conditioning Pad and 1-2 Delta sheets as needed. Always vacuum and tack thoroughly 
with a slightly water-dampened Bona Microfiber Mop or cloth after abrading.     

CLEAN-UP: Application tools should be cleaned with water and stored in an airtight container. 
This product has a maximum VOC (Volatile Organic Compound) content of 100 grams per  
STORAGE: Nonflammable - Bonaseal should be stored in a climate controlled environment. KEEP 
FROM FREEZING. Do not store above 100° F (38° C).      

Item #:   WB200018005 
Size:     1 Gallon 
#/Case: 3   

Maintenance

         

Order Information 
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Finishing 

Bona Naturale® is the next generation of wood floor protection that preserves the true, natural look of 
your hardwood floor. With Bona Naturale, you get as close to an untreated look and feel as possible while 
still providing your floor with a durable surface.  

Along with Bona Naturale’s elegant look and noticeably unique feeling underfoot, this finish also has 
superb durability.   

For trained, experienced professionals only.   

 
Preserves the true nature of any wood floor, staying as close to an untreated look as possible. 

 

Phenomenal “haptic” properties, giving wood floors a warm and comforting feel underfoot. 

 

Durability equivalent to Bona Traffic®, the best in the industry. 

 

Seamless “touch up” on repairs. Extremely forgiving product.  

 

Classified by Underwriters Laboratories Inc. as to slip resistance only, Control #21KM.  

 

GREENGUARD certified for indoor air quality.     

Physical Characteristics: 
Ingredients – Water, polymeric resin, dipropylene glycol monomethyl ether, silica derivate, and 
amorphous silica 
Color – Milky white (wet) 
pH – 8.1 
Solids – 33% (with hardener) 
Density – 8.66 lbs/gallon (1.04 S.G.)   
US Regulatory VOC Compliant – 210 g/L 
Coefficient of Friction = 0.7 
Gloss Level – (60°) – 4-6 for Commercial Matte 
                        (85°) – 4-7 for Commercial Matte 
Odor – Non-offending 
Stability – 1 year shelf life in unopened container 
Packaging – 1-gallon plastic bottle  

Application Characteristics:  
Clarity – Clear and colorless when dry 
Leveling – Excellent 
Defoaming - Excellent 
Drying Time – 2-3 hours 
Pot Life – THE FINISH/HARDENER MIXTURE MUST BE USED WITHIN 4 HOURS AFTER IT IS 
MIXED. Product properties are diminished after 4 hours. The finish and hardener can only be mixed one 
time.  
Coverage – 350-400 square feet per gallon 
Percent Cured After 24 Hours – 75% 
Maximum Cure – 100% after 1 week     

Commercial and residential use including shopping malls, restaurants, offices, retail stores, hospitals, 
schools and nursing homes    

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEETS. 
is product has a maxmum VOC (Volatile Organic Com 
FOR TECHNICAL ADVICE: Call Bona US at 800/872-5515  

COMPATIBILITY: Bona Naturale® will adhere to most stains and finishes after proper preparation and dry 
times. Stain, sealer and finish results may vary widely depending on the wood species, especially on oily 
and resinous Exotics. ALWAYS PREPARE A SAMPLE OR TEST AREA TO DETERMINE 
COMPATIBILITY, APPEARANCE AND DESIRED RESULTS.  

SANDING AND PREPARATION OF NEW FLOORS: 1. Sand and prepare floor using accepted 
industry association methods. 2. For a stained floor, make your final cut with 80-100 grit paper and 
screen to 80-100 grit. For an unstained floor, make your final cut with 80-100 grit paper and 
disc/screen to 120-150 grit. This burnishing will reduce the amount of grain raise. 3. Use a Tampico 
Brush on a buffer and vacuum thoroughly. 4. Tack with a dry Bona® Microfiber Mop or cloth to 
remove dust. 5. Apply finish system.  

THE BONA NATURALE® FINISH SYSTEM: Apply a Bona sealer or Bona stain and 2 coats of Bona 
Naturale. Follow label directions. Adding a third coat of Bona Naturale is recommended in heavy-traffic 
commercial and residential areas. Visit www.bona.com for additional product information.  

Directions

               

Technical data

          

Recommended Use

  

http://www.bona.com
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Finishing 

RECOMMENDED APPLICATORS: Bona® Roller, Bona® Cut-In Pad. 
NOTE: Use a clean applicator for sealer and a separate clean applicator for finish.  

MIXING INSTRUCTIONS: SHAKE WELL BEFORE USING. DO NOT THIN. DO NOT ADD WATER. 1. 
Shake Bona Naturale finish (Part A) well for 30 seconds. 2. Add Bona Naturale Hardener (Part B) to finish 
(Part A). One 12.8 oz. bottle of hardener will activate one gallon of finish. To mix finish amounts of less 
than one gallon, use a 1:10 ratio. 3. Immediately shake mixture vigorously for 30-45 seconds. 4. Insert 
supplied filter into bottle only after adding hardener. 5. Let sit for 5-10 minutes before applying. BONA 
NATURALE CANNOT BE REHARDENED.  

FINISHING: 1. Pour a 6” wide line of Bona Naturale across the direction of the flooring, cut-in 12”-18” 
away from wall. 2. Saturate the roller with finish. Make sure to roll over all areas where cut-in pad was 
used. 3. Set roller down at back side of puddle and pull the roller towards you. Then push back in the 
same path feathering past your start point. Do not apply pressure to the roller. Overlap your run by 25%. 
Rolling too fast will cause drips to fly off the roller. 4. BE SURE YOU ARE USING THE RECOMMENDED 
COVERAGE OF 350-400 SQ. FT. PER GALLON. DO NOT SPREAD TOO THIN. 5. Allow the first coat to 
dry 2-3 hours. High humidity and/or low temperature conditions will extend the dry time (recommended 
conditions of 65-80° F (18°C-27°C) 40-60% relative humidity). 6. For smoothest results, abrade with a 
Bona® Conditioning Pad before applying final coat. Always vacuum and tack thoroughly with a slightly 
water dampened Bona Microfiber Mop or cloth after abrading. Allow final coat to dry at least 24 hours 
before use.  

CAUTION! Do not recap finish/hardener mixture after 4 hours to avoid pressure build-up. Dispose of any 
remaining product in accordance with local, state and federal regulations. Decontaminate empty hardener 
(Part B) bottle prior to disposal by adding water to the one-quart line. Recap. Shake vigorously. Dispose 
of.  

POT LIFE: THE FINISH/HARDENER MIXTURE MUST BE USED WITHIN 4 HOURS AFTER IT IS 
MIXED. Product properties are diminished after 4 hours. The finish and hardener can only be mixed one 
time.  

INTERCOAT ABRASION: It is not necessary to abrade between Bona waterborne sealer and finish coats 
unless more than 48 hours has passed since the previous coat was applied. For smoothest results, 
abrade between all coats as necessary. When using solvent-based sealers, ALWAYS abrade before 
finish coats. Always vacuum and tack thoroughly with a slightly water-dampened Bona Microfiber Mop or 
cloth after abrading.  

RECOATING: Be sure floor is free from wax, polish and oily residues. Follow the Bona Prep® system, 
applying 1-2 coats of Bona Naturale finish. Delamination can occur if the Bona Prep process is not 
followed; always test for compatibility.     

CURING: The curing process takes approximately 7 days (75% cured after 1 day, 90% after 3 days). Do 
not replace area rugs until the floor has fully cured. The floor may be walked on after 24 hours, but 
remains susceptible to scuffing or marring until completely cured. Furniture may be placed onto floor after 
72 hours (90% cured). Do not drag or slide furniture. Use only a dry Bona Microfiber Mop or cloth for 
cleaning during the first week.  

CLEAN-UP: Application tools should be cleaned with water and stored in an airtight container.  

FLOOR CARE: Put walk-off mats at all entrance doorways to minimize dirt and grit. Sweep or vacuum 
daily and damp-wipe as needed with Bona® Hardwood Floor Cleaner. Use felt pads under furniture legs 
and appliances.  

STORAGE: Nonflammable - Bona Naturale and Hardener should be stored in a climate controlled 
environment. KEEP FROM FREEZING. Do not store above 100° F (38°C).      

Item#:  WT190618001 
Size:    1 Gallon 
#/Case:  2 

Order Information

     

Maintenance
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Finishing 

Bona Mega Booster™ is the newest innovation to the Bona waterborne finish family. This performance 
enhancing additive for Bona Mega® promotes increased durability, chemical resistance and adhesion. Combined 
with Bona Mega it is ideal for prolonging the life and enhancing the beauty of residential and commercial wood 
floors.   

 
Promotes maximum durability  

 
Increased chemical resistance 

 
Increased adhesion, allowing Bona Mega® with Bona Mega Booster™ to be used on re-coats 

 
Exceptional build and clarity 

 
Excellent flow and leveling 

 
GREENGUARD certified for indoor air quality. 

 

Fast drying - Approximately 2-3 hours    

Physical Characteristics: 
Ingredients – Polyfunctional aziridine, diethylene glycol monoethyl ether acetate, and dipropylene glycol 
monomethyl ether.  
Color – Milky white (wet) 
pH – 7.9 
Solids – 31.5%  
Density – 8.68 lbs/gallon (1.04 S.G.) 
US Regulatory VOC– 250 g/L when used with Bona Mega® 

Gloss Level – (60°) >90 for gloss, 45-50 for semi-gloss, 25-30 for satin                         
Odor – Non-offending 
Stability – 1 year shelf life in unopened container 
Packaging – 8 oz. plastic bottle – Mega Booster only   

Application Characteristics:  
Clarity – Clear when dry 
Leveling – Excellent 
Defoaming - Excellent 
Drying Time – 2-3 hours 
Coverage – 500-600 square feet per gallon 
Percent Cured After 24 Hours – 70% 
Maximum Cure – 100% after 1 week    

 

Heavy-traffic residential- kitchens, entryways, family rooms, homes with pets, children and high foot traffic 

 

Commercial- restaurants, offices, retail stores 

 

Hospitals, schools and universities, nursing homes    

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEET FOR THIS PRODUCT.  

FOR TECHNICAL ADVICE: Call Bona US at 800/872-5515 

MIXING INSTRUCTIONS: ONLY MIX BONA MEGA BOOSTER™ WITH BONA MEGA FINISH. DO NOT THIN. 
DO NOT ADD WATER.  

1. Shake Bona Mega® finish (Part A) well for 30 seconds. 2. Add Bona Mega Booster (Part B) to finish (Part A). 
One bottle of Bona Mega Booster will activate one gallon of Bona Mega. To mix finish amounts of less than one 
gallon, use a 1:16 ratio. 3. Immediately shake mixture vigorously for 15 to 30 seconds. 4.  Insert supplied filter 
into Bona Mega bottle. 5. Let sit for 5-10 minutes before applying.                                                                                                                        

POT LIFE: The finish/booster mixture is active for 8 hours after it is mixed. Within 2-3 days, Bona Mega Booster 
may be added one additional time.     

STORAGE: Bona Mega Booster should be stored in a climate- controlled environment. KEEP FROM 
FREEZING. Do not store above 100º F (38º C).     

Item#:  WH800061001 
Size:    8 oz. 
#/Case: 12 

Order Information

        

Maintenance
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Finishing 

A quick drying, polyurethane sanding sealer. Designed to penetrate and seal bare wood. 
Compatible with all Bona® stains, oil-modified and waterborne finishes.   

 
Easy application 

 
Penetrates and seals the wood 

 
Fast drying – 1 ½ - 2 hours  

 
Rapid hardness development 

 
Sands easily for use as a sanding sealer  

 
Meets ASTM D 1640 for quick-dry sealers  

 

VOC Compliant under U.S. EPA regulations  

 

Clean up with mineral spirits      

Physical Characteristics: 
Ingredients – Mineral spirits (solvent), urethane resins, silica, driers.  
Color – wet – amber; dry – light amber  
Solids – 37% 
Density – 7.21 lbs/gallon (0.866 S.G.)   
US Regulatory VOC – 550 g/L 
Odor – Mineral spirits  
Stability – One year shelf life in unopened container 
Flash Point – 103º F (39º C) 
Packaging – 1-gallon can, 5-gallon pail   

Application Characteristics:  
Clarity – Clear  
Leveling – Excellent 
Defoaming – Excellent/complete 
Drying Time – 1-1/2 - 2 hours 
Application Tools – Lambswool applicator, synthetic floor coater  
Coverage – 600-700 square feet per gallon 
Percent Cured After 24 Hours – 60% 
Maximum Cure – 2 weeks     

Formulated for use under all Bona® oil-modified and waterborne finishes.     

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEETS  

FOR TECHNICAL ADVICE: Call Bona US at 800/872-5515 

COMPATIBILITY STATEMENT: Bona® DRIFAST® Sealer is designed to penetrate and seal bare 
wood. It is compatible with all Bona® stains, oil-modified and waterborne finishes. ALWAYS 
PREPARE A SAMPLE OR TEST AREA TO DETERMINE COMPATIBILITY IF USING ANYTHING 
OTHER THAN A BONA® PRODUCT. 

PREPARATION: SANDING AND FINISHING 

1. Sand and prepare floor using NOFMA-accepted methods. NOTE: It may be necessary to first 
trowel-fill the entire floor, depending on the extent of cracks between strip and parquet flooring.     
2. Make your final cut with 80-grit paper and screen to 80-100-grit screen. 3. Vacuum thoroughly. 
4. Tack with dry microfiber mop. 5. Apply sealer and finish system (see finish directions).  

APPLICATION: STIR WELL BEFORE USING!  

1. After preparing surface, apply DRIFAST® Sealer at 600-700 sq. ft. per gallon with lambswool 
applicator or synthetic floor coater applicator.  

2. Avoid leaving puddles of excessive amounts of sealer on the floor.  

3. Allow surface to thoroughly dry (1 1/2 - 2 hours). High humidity and/or low temperature 
conditions will extend the drying time while increased ventilation and airflow will reduce dry time.  

4. Abrade surface thoroughly with a Bona® Conditioning Pad or a used 120-grit screen before 
finishing.  

5. Vacuum thoroughly and tack with mineral spirits.  

Directions
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Finishing 

6. Apply a Bona® oil-modified or waterborne finish.      

STORAGE AND DISPOSAL: Keep container closed when not in use. Do not transfer contents to 
other containers for storage and disposal. Do not return used material to the original container; 
reapply or dispose of. In case of spillage, absorb with inert material. Dispose of contaminated 
absorbent, container and/or unused contents in accordance with local, state and federal 
regulations.  

DANGER: RAGS, STEEL WOOL OR WASTE SOAKED WITH DRIFAST® SEALER MAY 
SPONTANEOUSLY CATCH FIRE IF IMPROPERLY DISCARDED. IMMEDIATELY AFTER EACH 
USE, PLACE RAGS, STEEL WOOL OR WASTE IN A SEALED, WATER-FILLED METAL 
CONTAINER.  

                                                              

CLEAN-UP: Clean applicator tools and equipment with mineral spirits.      

STORAGE AND DISPOSAL: Keep container closed when not in use. Do not transfer contents to 
other containers for storage and disposal. Do not return used material to the original container; 
reapply or dispose of. In case of spillage, absorb with inert material. Dispose of contaminated 
absorbent, container and/or unused contents in accordance with local, state and federal 
regulations.  
   

         
Item #: 
Quart:     SB750051001 
1 Gallon: SB750018172 
5 Gallon: SB750018173  

#/Case:   

Quart:      6 
1 Gallon: 4 
5 Gallon: 1                               

Order Information   

     

Maintenance
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Finishing 

A premium, oil-modified wood floor finish formulated for interior use on residential and commercial 
wood floors.  

 
Provides a tough, protective coat  

 
Slight amber color - enhances natural color of wood 

 
Does not require thinning under normal environmental and application conditions (65º-75ºF, 40-
60% relative humidity) 

 
Available in gloss, semi-gloss and satin 

 
Self-leveling 

 
Will adhere to most solvent-based stains and finishes and most waterborne finishes after proper 
preparation, drying times and curing times      

Physical Characteristics: 
Ingredients –  
Satin and Semi-Gloss: Oil-modified polyurethane resin, mineral spirits (solvent), driers, silica 
Gloss: Oil-modified polyurethane resin, mineral spirits (solvent), alkyd resin, driers  
Color – Gold amber  
Solids – 43.5% 
Density – Gloss: 7.3 lbs/gallon (.87 S.G.); Satin and Semi-Gloss: 7.8 lbs./gallon (.94 S.G.)  
US Regulatory VOC – 510 g/L  
Gloss Level – Gloss: (60º) >90º; Semi-Gloss: 60; Satin: 30 
Odor – Mineral spirits  
Stability – One year shelf life in unopened container  
Flash Point – Satin and Semi-Gloss: 103º F; 103º F (39ºC);  Gloss: 110º F (43ºC)   
Packaging – 5 gallon pail · 1 gallon can · 1 quart can   

Application Characteristics:  
Clarity – Gloss: Clear; Satin and Semi-Gloss: Slightly opaque  
Coverage – 500 square feet per gallon  
Percent Cured After 24 Hours – 40% 
Maximum Cure – 100% after 2 weeks 
Application Tools – Bona® Brush, lambswool applicator  
Leveling – Good  
Defoaming – Excellent 
Drying Time – 8-12 hours     

 

Residential  

 

Commercial  

 

Not recommended over white or pastel stains     

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEET.  

FOR TECHNICAL ADVICE: Call Bona US at 800-872-5515  

COMPATIBILITY: BONA WOODLINE® POLYURETHANE is not recommended over shellac, 
lacquer sanding sealers, fillers or stains containing stearates. Polyurethane finishes will have a 
slight ambering effect over light colored surfaces. Bona Woodline Poly will adhere to most stains 
and finishes after proper preparation and dry times. Stain, sealer and finish results may vary widely 
depending on the wood species, especially on oily and resinous Exotics. ALWAYS PREPARE A 
SAMPLE OR TEST AREA TO DETERMINE COMPATIBILITY, APPEARANCE AND DESIRED 
RESULTS.  

SANDING AND PREPARATION OF NEW FLOORS: 1. Sand and prepare floor using accepted 
industry association methods. 2. For a stained floor, make your final cut with 80-100 grit paper and 
screen to 80-100 grit. For an unstained floor, make your final cut with 80-100 grit paper and 
disc/screen to 120-150 grit. This burnishing will reduce the amount of grain raise. 3. Use a Tampico 
Brush on a buffer and vacuum thoroughly. 4. Tack with a dry Bona® Microfiber Mop or cloth to 
remove dust. 5. Apply finish system.  

THE BONA WOODLINE® POLY SYSTEM: Bona Woodline Poly is a 3-coat system. For an 
unstained floor, apply 1 coat of Bona® Drifast® Sealer according to label directions, followed by 2 
coats of Bona Woodline Poly. For a stained floor, apply a Bona® Drifast® Stain according to label 
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Finishing 

directions, followed by 2 coats of Bona Woodline Poly. Adding a third coat of Bona Woodline Poly 
is recommended in heavy-traffic commercial and residential areas. Visit www.bona.com for 
additional product information.  

RECOMMENDED APPLICATORS: Lambswool applicator, natural bristle brush, snowplow tool, 
flocked foam paint pad and roller. NOTE: Use a clean applicator for sealer and a separate clean 
applicator for finish.   

MIXING INSTRUCTIONS: STIR WELL BEFORE USE. DO NOT THIN.  

FINISHING: 1. Apply Bona Woodline Poly going with the grain of the wood. 2. Be sure to feather 
out each stroke to avoid applicator marks. 3. BE SURE YOU ARE USING THE RECOMMENDED 
COVERAGE OF 500 SQ FT PER GALLON. 4. Allow each coat to dry thoroughly (approximately 8-
12 hours). High humidity and/or low temperature conditions will extend dry time while increased 
ventilation and airflow will reduce dry time (recommended conditions of 65-80°F (18°C-27° C)/ 40-
60% relative humidity). 5. Abrade in-between all coats with a 120 – 150 grit screen or maroon 
pad. 6. Thoroughly vacuum and wipe with a clean, lint-free, water dampened cloth between coats 
of finish. If desired, a third coat may be applied. Allow final coat to dry a minimum of 24 hours 
before use and avoid heavy traffic for 72 hours.   

RECOATING: Be sure floor is free from wax, polish and oily residues. Follow the Bona Prep® 

system, applying 1-2 coats of Bona Woodline Poly. If Recoating a Factory Prefinished Floor, DO 
NOT USE Bona Woodline Poly. Use Bona Naturale® or Bona Traffic® finishes with the Bona Prep 
system. Delamination can occur if the Bona Prep process is not followed and the floor has not 
been tested for compatibility.  

DANGER: RAGS, STEEL WOOL OR WASTE SOAKED WITH BONA WOODLINE 
POLYURETHANE MAY SPONTANEOUSLY CATCH FIRE IF IMPROPERLY DISCARDED. 
IMMEDIATELY AFTER EACH USE, PLACE RAGS, STEEL WOOL OR WASTE IN A SEALED, 
WATER-FILLED, METAL CONTAINER.     

CURING: The curing process takes approximately 14 days. The floor may be walked on after 24 
hours, but the floor is susceptible to scuffing or marring prior to completion of the curing time. 
Do not replace walk-off mats until finish is fully cured. Furniture may be placed onto floor after 72 
hours (90% cured). Do not drag or slide furniture. Do not clean with water or detergent during the 
curing process. Use only a dry cloth for cleaning during the first two weeks.  

CLEAN-UP: Clean application tools and equipment with mineral spirits.  

FLOOR CARE: Maintain your hardwood floor with Bona® Professional Series floor care products.  

STORAGE AND DISPOSAL: Store at room temperature. Keep container closed when not in use. 
Do not store above 100° F (38° C). Do not transfer contents to other containers for storage and 
disposal. In case of spillage, absorb with inert material. Dispose of contaminated absorbent, 
container and unused contents in accordance with local, state and federal regulations.     

Item# Size / Sheen  #/Case           
ST750051058 Quart – Gloss  6          
ST750351064 Quart – Semi-Gloss 6                
ST750651061 Quart – Satin          6 
ST750018059 Gallon – Gloss          4 
ST750318065 Gallon – Semi-Gloss     4 
ST750618062 Gallon – Satin         4 
ST750055060 5 Gallon – Gloss         1 
ST750355066 5 Gallon – Semi-Gloss  1 
ST750655063 5 Gallon – Satin         1 
    

Order Information   

     

Maintenance
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Finishing 

A premium, low VOC oil-modified wood floor finish for interior use on residential and commercial 
wood floors.   

 
Provides a tough, protective coat  

 
Slight amber color – enhances natural color of wood  

 
Does not require thinning under normal environmental and application conditions (65º-80ºF, 40-
60% relative humidity)  

 
Available in gloss, semi-gloss and satin  

 
Self-leveling  

 

Adheres to most solvent-based stains and finishes and most waterborne finishes after proper 
preparation, drying times and curing times  

 

Easy to apply 

 

Low odor formula  

 

VOC compliant in most areas (check with your Bona distributor)      

Physical Characteristics: 
Ingredients –  
Satin and Semi-Gloss: Oil-modified polyurethane resin, mineral spirits (solvent), exempt solvent, 
vegetable oil, silica, driers.   
Gloss: Oil-modified polyurethane resin, mineral spirits (solvent), exempt solvent, vegetable oil, 
driers. 
Color – Gold amber 
Solids – 53.0% 
Density – Gloss: 7.6 lbs./gallon (.91 S.G.); Satin and Semi-Gloss: 7.8 lbs./gallon (.94 S.G)    
US Regulatory VOC – 350 g/L  
Gloss Level – Gloss: (60º) >90; Semi-Gloss: 60; Satin: 40 
Odor – Mineral spirits  
Stability – One year shelf life in unopened container  
Flash Point - 104º F (40º C)  
Packaging – 1 gallon can    

Application Characteristics:  
Clarity – Gloss: Clear; Satin and Semi-Gloss: Slightly opaque  
Coverage – 550-600 square feet per gallon  
Leveling – Good 
Defoaming – Excellent  
Drying Time – 18-24 hours   
Coverage – 550-600 square feet per gallon 
Percent Cured After 24 Hours – 40% 
Maximum Cure – 100% after 2 weeks 
Application Tools – Heavyweight T-bar, Bona® Brush, lambswool applicator     

 

Residential  

 

Commercial  

 

Not recommended over white or pastel stains     

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEETS.  

FOR TECHNICAL ADVICE: Call Bona US at 800-872-5515  

COMPATIBILITY: BONA WOODLINE® 350 POLYURETHANE is not recommended over shellac, 
lacquer sanding sealers, fillers or stains containing stearates. Polyurethane finishes will have a 
slight ambering effect over light colored surfaces. Bona Woodline 350 Poly will adhere to most 
stains and finishes after proper preparation and dry times. Stain, sealer and finish results may vary 
widely depending on the wood species, especially on oily and resinous Exotics. ALWAYS 
PREPARE A SAMPLE OR TEST AREA TO DETERMINE COMPATIBILITY, APPEARANCE AND 
DESIRED RESULTS.  

SANDING AND PREPARATION OF NEW FLOORS: 1. Sand and prepare floor using accepted 
industry association methods. 2. For a stained floor, make your final cut with 80-100 grit paper and 
screen to 80-100 grit. For an unstained floor, make your final cut with 80-100 grit paper and 
disc/screen to 120-150 grit. This burnishing will reduce the amount of grain raise. 3. Use a Tampico 

Directions
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Finishing 

Brush on a buffer and vacuum thoroughly. 4. Tack with a dry Bona® Microfiber Mop or cloth to 
remove dust. 5. Apply finish system.  

THE BONA WOODLINE® 350 POLY SYSTEM: Bona Woodline 350 Poly is a 3-coat system. For 
an unstained floor, apply 1 coat of Bona® Drifast® Sealer according to label directions, followed by 
2 coats of Bona Woodline 350 Poly. For a stained floor, apply a Bona® Drifast® Stain according to 
label directions, followed by 2 coats of Bona Woodline 350 Poly. Adding a third coat of Bona 
Woodline 350 Poly is recommended in heavy-traffic commercial and residential areas. Visit 
www.bona.com for additional product information.  

RECOMMENDED APPLICATORS: Lambswool applicator, natural bristle brush, snowplow tool, 
flocked foam paint pad and roller.  
NOTE: Use a clean applicator for sealer and a separate clean applicator for finish.  

MIXING INSTRUCTIONS: STIR WELL BEFORE USE. DO NOT THIN.  

FINISHING: 1. Apply Bona Woodline 350 Poly going with the grain of the wood. 2. Be sure to 
feather out each stroke to avoid applicator marks. 3. BE SURE YOU ARE USING THE 
RECOMMENDED COVERAGE OF 500 SQ FT PER GALLON. 4. Allow each coat to dry 
thoroughly (approximately 8-12 hours). High humidity and/or low temperature conditions will extend 
dry time while increased ventilation and airflow will reduce dry time (recommended conditions of 
65-80°F (18°C-27° C)/ 40-60% relative humidity). 5. Abrade in-between all coats with a 120 – 150 
grit screen or maroon pad. 6. Thoroughly vacuum and wipe with a clean, lint-free, water dampened 
cloth between coats of finish. If desired, a third coat may be applied. Allow final coat to dry a 
minimum of 24 hours before use and avoid heavy traffic for 72 hours.  

RECOATING: Be sure floor is free from wax, polish and oily residues. Follow the Bona Prep® 

system, applying 1-2 coats of Bona Woodline 350 Poly. If Recoating a Factory Prefinished Floor, 
DO NOT USE Bona Woodline 350 Poly. Use Bona Naturale® or Bona Traffic® finishes with the 
Bona Prep system. Delamination can occur if the Bona Prep process is not followed and the floor 
has not been tested for compatibility.  

DANGER: RAGS, STEEL WOOL OR WASTE SOAKED WITH BONA WOODLINE 
POLYURETHANE MAY SPONTANEOUSLY CATCH FIRE IF IMPROPERLY DISCARDED. 
IMMEDIATELY AFTER EACH USE, PLACE RAGS, STEEL WOOL OR WASTE IN A SEALED, 
WATER-FILLED, METAL CONTAINER.     

CURING: The curing process takes approximately 14 days. The floor may be walked on after 24 
hours, but the floor is susceptible to scuffing or marring prior to completion of the curing time. 
Furniture may be placed onto floor after 72 hours (90% cured). Do not drag or slide furniture. Do 
not replace walk-off mats until finish is fully cured. Do not clean with water or detergent during the 
curing process. Use only a dry cloth for cleaning during the first two weeks.   

CLEAN-UP: Clean application tools and equipment with mineral spirits.  

FLOOR CARE: Maintain your hardwood floor with Bona® Professional Series floor care products.  

STORAGE AND DISPOSAL: Store at room temperature. Keep container closed when not in use. 
Do not store above 100º F (38º C). Do not transfer contents to other containers for storage and 
disposal. In case of spillage, absorb with inert material. Dispose of contaminated absorbent, 
container and unused contents in accordance with local, state and federal regulations.      

Item #  Size / Sheen        #/Case 
ST750018113 Gallon – Gloss        4 
ST750318115 Gallon – Semi-Gloss   4 
ST750618133 Gallon – Satin        4    

Order Information   
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Finishing 

Bona Prep® is a specially formulated recoat adhesion system for all types of polyurethane finished 
hardwood floors, including factory prefinished floors. Bona Prep conditions and prepares the 
existing finish to optimize adhesion of the new coat of finish.    

 
Cleans and conditions existing finish to optimize adhesion of new coat of finish.  

 
Fast – just spray and buff.  

 
Easy – doesn’t require special training or certification.  

 
Convenient – pre-mixed and ready to use.  

 
Bona prep system removes scuffs and surface scratches, rather than just covering them. 

 

No extra tools needed. Minimal dust with a Bona® Conditioning Pad. Provides “dust free” 
abrading when used with Bona’s DCS® buffer.  

 

Economical      

Physical Characteristics: 
Ingredients – Surfactants, Dipropylene Glycol Monomethyl Ether, Ethylene Glycol Monobutyl 
Ether, water, other proprietary ingredients  
Color – Amber (wet)  
pH – 7.0 – 8.0  
Solids – <1% 
Density – 8.32 lbs/gallon (1.0 S.G.)  
VOC - <2%  
Odor – Light antiseptic 
Stability – 1 year shelf life  
Packaging – 32 oz. plastic spray bottle and 1 gallon jug   

Application Characteristics:  
Clarity – Negligible residue (dry) 
Drying Time – 15 - 20 minutes   
Application Tools – Bona® Conditioning Pad and buffer 
Coverage – 2,000 sq. ft./gal. (approx).      

 

For all polyurethane-finished hardwood floors.  

 

Aluminum oxide, ceramic, and other factory prefinished floors.      

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEETS.   

FOR TECHNICAL ADVICE: Call Bona US at 800/872-5515 

Bona Prep® conditions, deep cleans and prepares the existing finish to optimize adhesion of the 
new coat of finish. This product is designed to be used full-strength and packaged, DO NOT 
DILUTE.   

PRIOR TO USE:   

 

Prepare a sample test area using the Bona Prep System to determine general compatibility prior 
to recoating.  

 

For factory prefinished flooring, contact the manufacturer for specific recoat recommendations.   

NOTE: Do not use this product on any floor that has been waxed, polished, oiled or has been 
maintained with a commercial coating.   

HOW TO USE:   

1. Vacuum or sweep floor thoroughly to remove loose dirt and grit.  

2. Use Bona Prep as a spray buff solution with a standard speed (175 rpm) buffer and a Bona® 

Conditioning Pad. Spray Bona Prep over a large section of the floor (approximately 3’x12’) at the 
rate of 2,000 square feet per gallon.   

3. Before spray buffing the next section, remove all residues immediately, using a Bona® Microfiber 
Mop dampened with Bona Prep.  
NOTE: overlap sections to ensure that no areas are missed.    

Directions
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Finishing 

4. Abrade the floor once it has dried using two Bona® Conditioning Pads (one driving the 
other).Beveled edges and any visibly unabraded areas should be cleaned and abraded by hand.  

5. Tack the floor again to remove dust using a Bona® Mop or a wrung-out cotton towel or cloth 
dampened with Bona Prep®.   

6. Allow the floor to dry completely. Then apply a Bona waterborne or oil-modified finishing system 
within 2 hours.  
NOTE: If recoating a factory prefinished floor, use only Bona Traffic®, Bona Naturale®, or Bona 
Strong™.      

CLEAN-UP: Clean all tools and equipment with water.   

STORAGE: Non-flamable – Bona Prep® should be stored in a climate controlled environment. 
Keep from freezing. Do not store above 100° F (38° C).      

Item #:  Size #/Case 
WM700018158 1 Gallon 4 
WM700051153 32 oz.  8 

Order Information

        

Maintenance
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Coatings 

Part of the Bona Recoat System™, Bona Rinse is specifically designed to thoroughly clean and 
rinse Bona Remover and any contaminants Bona Remover has broken down from the hardwood 
floor.    

 
GREENGUARD Indoor Air Quality Certified® 

 
Non-flammable 

 
Non-toxic 

hour meter    

Physical Characteristics:  
Ingredients – Water, ethoxylated alcohol, Diethylene glycol ether, phenoxyethanol, and 
Dipropylene Glycol n-butyl ether.  
Color - Green 
pH – 7-8 
Solids – 0.7% 
Density – 8.3 lbs./gallon (1.0 S.G.)  
VOC – 3% 
Odor – Slight solvent 
Stability – 1 year shelf life 
Packaging – 1 gallon plastic bottle    

Application Characteristics: 
Application Tools – Bona Power Scrubber™     

 

All types of unwaxed residential and commercial polyurethane finished wood floors 

 

Pre-finished, aluminum-oxide floors     

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEET.  

MIXING INSTRUCTIONS: For use with the Bona PowerScrubber™. 
DO NOT USE UNDILUTTED.  
ONLY USE TO RINSE BONA REMOVER. 
IF USED AS A CLEANER BONA RINSE MAY DULL OR DAMAGE THE FLOOR.  
Dilute Bona Rinse at a 4:1 ratio (4 parts water to 1 part concentrate). When used with the Bona 
PowerScrubber, add half a gallon of concentrate to the solution tank, then add 2 gallons of water.   

APPLICATION DIRECTIONS: Refer to Bona PowerScrubber™ set-up and operational 
procedures. Do not allow any excess solution to pool or puddle on the wood floor. Wipe up 
immediately. 1. Using the Bona PowerScrubber, clean with the grain of the wood when possible, 
moving the Bona PowerScrubber up and back in the same path. Only dispense Bona Rinse agent 
on the forward pass. If Bona Remover has dried or is not being removed completely it will be 
necessary to dispense Bona Rinse on the backward pass or make a second pass. 2. On 
subsequent passes overlap the previous pass by 20%. 3. Continue process until all Bona Remover 
has been rinsed from the floor.      

Clean-Up: Clean all tools and equipment with warm water.      

Item #:  WM810018001  

#/Case: 2 

Order Information
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Floor Care

 
A professional strength, non-toxic, waterborne cleaner formulated for unwaxed, polyurethane 
finished wood floors. This environmentally responsible cleaner leaves no residue and will not dull 
the floor’s finish.   

 
Professional formula 

 
Specially formulated for use on hardwood floors 

 

Leaves no dulling residue  

 

pH neutral 

 

Non-flammable  

 

Non-toxic  

 

GREENGUARD certified for Children and Schools program  
hour meter    

Physical Characteristics:  
Ingredients – Water, anionic and nonionic surfactants, and glycol ether solvents  
Color – Brilliant purple solution (wet) 
pH – 6.0 - 8.0 
Solids - 2% 
Density – 8.39 lbs./gallon (1.01 S.G.)  
VOC – < 3% 
Odor – Non-Offending 
Stability – 1 year shelf life in an unopened container 
Packaging – 5 gallon pail  

Application Characteristics: 
Drying Time – 15-20 minutes 
Application Tools – Bona® Mop or soft cloth     

 

All types of unwaxed, sport and commercial polyurethane finished wood floors 

 

Pre-finished, aluminum-oxide floors    

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEET.  

Mix one part Bona hardwood floor cleaner concentrate to seven parts water.   

For Regular Maintenance of Finished Floors: 
1. Vacuum, sweep or dust mop 
2. Mist 
3. Clean. Rinse cleaning pad often to avoid streaking      

Clean-Up: Clean all tools and equipment with warm water.     

Item #: 
5 Gallon: WM700055160 

Order Information

        

Maintenance

        

Directions

               

Technical data

         

Recommended Use

  



Bona Sportive
™ 
Finish 

Technical data sheet    

Rev 11/10 
This data sheet replaces all previous versions  page 1/2 

A premium VOC compliant, two-component waterborne wood floor sport finish. Specifically 
formulated for professional use on maple floors, providing a tough, high-build urethane finish.   

 
GREENGUARD Children & SchoolsSM Certified   

 
Slightly amber  

 
Provides excellent chemical resistance  

 
Protects against perspiration and routine cleaning  

 
Easy to maintain  

 
Available in gloss 

 

MFMA approved  

 

Virtually odorless  

 

Fast drying – Approximately 2-3 hours  

 

Nonflammable  

 

Water clean-up 

 

Will adhere to most solvent-based and waterborne finishes after proper preparation, drying and 
curing times      

Physical Characteristics: 
Ingredients – Water, polymeric resin, propylene based glycol ethers and dipropylene glycol 
monomethyl ether 
Color – Milky, off white (wet) 
pH – 7.8 
Solids – 32% 
Viscosity – (#4 Ford cup @ 25° C) 18.5 seconds 
Density – 8.66 lbs./gallon (1.04 S.G.)  
US Regulatory VOC  – 200 g/L  
Gloss Level – (60°) 90 
Odor – Non-offending 
Stability – 1 year shelf life in unopened container 
Packaging – 5-gallon plastic pail · Comes complete with crosslinker  

Application Characteristics:  
Clarity – Clear when dry 
Leveling – Excellent 
Defoaming – Excellent  
Drying Time – 2-3 hours 
Coverage – 500-600 square feet per gallon 
Percent Cured After 24 Hours – 70%; after 72 hours – 90% 
Maximum Cure – 100% after 1 week     

 

Basketball courts 

 

Volleyball courts 

 

Racquetball, squash and badminton courts 

 

Multi-purpose gym, stage, aerobic and dance floors      

BEFORE USING, READ ALL DIRECTIONS AND MATERIAL SAFETY DATA SHEET FOR THIS 
PRODUCT.  

FOR TECHNICAL ADVICE: Call Bona US at 800/872-5515 

COMPATIBILITY: Bona Sportive will adhere to most stains, paints, sealers and finishes after 
proper preparation and dry times. Stain, sealer, paint and finish results may vary widely depending 
on the wood species, especially on oily and resinous types. ALWAYS PREPARE A SAMPLE OR 
TEST AREA TO DETERMINE COMPATIBILITY, APPEARANCE AND DESIRED RESULTS. 

SANDING AND PREPARATION OF NEW FLOORS: 1. Sand and prepare floor using MFMA-
accepted methods. 2. Make your final cut with 100-120 grit paper. Screen with 100-120-grit screen. 
3. Vacuum thoroughly. 4. Dry tack thoroughly. 5. Apply sealer and finish system (see finish 
directions).                                                                                                                        

THE SPORTIVE FINISH SYSTEM: Bona Sportive is a 4 coat system, 1-2 coats of a Bona Sport 
Sealer (follow sealer directions), CourtLines paint (if desired), and 2-3 coats of Bona Sportive.  

Directions
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